
PAINT WASHOUT

NOTES:

1. THE WASHOUT SHALL BE INSTALLED PRIOR TO USING MATERIALS THAT REQUIRE WASHOUT
ON THIS PROJECT.

2. AS NECESSARY, SIGNS SHALL BE PLACED THROUGHOUT THE SITE TO INDICATE THE
LOCATION OF THE WASHOUT.

3. THE WASHOUT AREA WILL BE REPLACED AS NECESSARY TO MAINTAIN CAPACITY FOR
LIQUID WASTE.

4. WASHOUT RESIDUE SHALL BE REMOVED FROM THE SITE AND DISPOSED OF AT AN
APPROVED WASTE FACILITY.

5. DO NOT WASHOUT INTO STORM DRAINS, OPEN DITCHES, STREETS, OR STREAMS.

6. AVOID DUMPING EXCESS CONCRETE IN NON-DESIGNATED DUMPING AREAS.

7. LOCATE WASHOUT AT LEAST 50' (15 METERS) FROM STORM DRAIN, OPEN DITCHES, OR
WATER BODIES.

8. THE WASHOUT SHALL BE USED ONLY FOR NON-HAZARDOUS WASTES.

9. LET WASHOUT SET OR EVAPORATE BEFORE LIFTING. DO NOT MOVE WET.
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